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SIZE

2"-16"

1.5” - 10"

15 -12° 27 12

ASTM B62 BODY MATERIAL ASTMA216 WCB
ASTM A276 TRIM MATERIAL A217CA15 OR B62
ANSI B16.10 FACE TO FACE ANSI B16.10
ANSI B16.5 FLANGE STANDARD ANSI 16.5

STANDARD FEATURES

Globes and Angles: Shut-Off and
Screw-Down Non-Return
Gates: Rising and Non-Rising Stem

UPON REQUEST

Gates: Flex and Split Wedges
Special Trims
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Tubing and Fittings
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CARBON STEEL
Specifications: DIN 2391 Part C
Sizes: 6 mm to 50 mm
Wall Thickness: 1mm to 5mm
Lengths: 5 & 6 meters
STAINLESS STEEL

Specifications:
Sizes:

Wall Thickness:
Lengths:

ASTM A269 316 Seamless
6 mm to 38 mm

1mm to 5mm

Random 6 meters

ALUMINUM BRASS

Specifications:
Sizes:

Wall Thickness:
Lengths:

“Yocalbro”

8 mm to 108 mm
1mm to 3mm
7 meters

COPPER COILS

Specifications:
Sizes:

Wall Thickness:
Lengths:

BS 2017

6 mm to 15 mm

0.8 mm and 1.0 mm
10 & 30 meter coils
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TYPE

SIZE

4 MM - 50 MM, 1/8- 1-1/2"

4 MM - 50 MM, 1/8™- 1-1/2"

4 MM - 50 MM, 1/8™-1-1/2"

4 MM -50 MM, 1/8™- 1-1/2"

4 MM - 50 MM, 1/8™- 1-1/2"

BODY

SLEEVE

5 '\

b mmmm

NUT

TUBE

TYPE -]
Fig—1
SIZE 4 MM -50 MM, 1/8"- 1-1/2" 4MM-50 MM, 1/8-1-1/2" | 4 MM - 50 MM, 1/8"- 1-1/2"
Applicable Pressure Rating
Our standard specifications for the above fittings,
are shown as below: Material Specifications
Fitting size 4 16 25 30 40 Steel Stainless Brass
(applicable to to to to to
Tube 0.D.) 15 22 28 38 50 Forged Bodies $20C-S48C SUS316, 304 C3771
Rated Barstock Bodies $20C-S48C SUS316, 304 C3604
pressure 500 400 350 250 | 210
(kgflcm 2) Cold Formed Nuts | S10C-S20C
Max. working Barstock Nuts C20C-S48C SUS316, 304 C3604
teamperature 300
(‘C) Sleeves S10C SUS316, 304 C3604
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